RESNET® Standards Public Comment and Proposed Change Form
Comment/Explanation*: 
Include your justification for your proposed change to the draft standard below.
_________________________________________________________________________________________
Section A-1.4.4.7 (Slab Edge) was modified by someone other than the FPIS section drafting team. We are trying to make sense of the edits. Section 1.4.4.7.2 is applicable whether the slab is poured separately or not. Section 1.4.4.7.3 is missing words as currently drafted. The review of these comments would benefit from whomever edited or added the language. 



Proposed Change to the Draft Standard*
Use “strikethrough” and “underline” formatting to indicate all proposed changes. Changes must be shown with “hard-formatting” strikethrough and underline, not “track changes”. 
Use a color other than red to indicate proposed changes to the draft.
____________________________________________________________________________________________
A-1.4.4.7.2 When the slab is poured separately from the exterior  foundation wall and slab edge insulation is installed between the floor slab and the foundation wall, FPIS may be installed by cutting the top of the material at a 45-degree angle away from the exterior wall to protect the upper edge with concrete.
A-1.4.4.7.3 When the slab is not poured separately from the exterior foundation wall and slab edge insulation is not installed between the unconditioned slab and the conditioned slab so no thermal break is created the two slab edge configurations shall be modeled separately. When the slab is not poured separately from the exterior foundation wall such that the slab edge insulation is not installed between the slab and the exterior foundation wall, the slab edge configuations shall be modeled sepeately. 

