RESNET® Standards Public Comment and Proposed Change Form
Comment/Explanation*: 
Include your justification for your proposed change to the draft standard below.
_________________________________________________________________________________________
The document references multiple international standards. Though Metric System and the International System of Units (SI) are closely related, there are differences. SI is generally referenced in ISO document, not “metric”. Update references to metric system with SI. Two examples below but shall be implemented throughout the document.








Proposed Change to the Draft Standard*
Use “strikethrough” and “underline” formatting to indicate all proposed changes. Changes must be shown with “hard-formatting” strikethrough and underline, not “track changes”. 
Use a color other than red to indicate proposed changes to the draft.
____________________________________________________________________________________________
6.1	Reference Units for Calculations
The GWP of all Minimum Assessed Products shall be calculated using kilograms of carbon dioxide equivalent (kg CO2e) as per “Unit for Results” column in Table 10.1.1. 
Input dimensions used for calculations may be in British Iimperial System (IP) units but shall be converted to metric International System of Units (SI) units for GWP calculations. 
Results shall be reported in both metric and imperial units as per Section 8.2.

10.1.1	Detailed dimension takeoff guidance for Minimum Assessed Products is provided in Table 10.1.1. For Minimum Assessed Products for which no specific guidance is provided, appropriate takeoff quantities shall be determined from manufacturer information and EPD data or based on current and historical local building practice and building codes. 
Calculations are allowed to be made in metric or imperial units. Units shall be applied consistently for all calculations. Product level results calculated in IP (imperial) units shall be converted to metric SI equivalents for calculating embodied carbon emissions and carbon storage for each Minimum Assessed Product according to Section 6.2.
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